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{5TH AF (FOR DI>, SAC (FOR DIM/GOLDEN TREE/DOCR, DM 4) 2D AF (FOR DID.. I~
. CAMERA NUMBER B-7 WAS USED IN MISSION 8866 FLOWN ON 7 s

JANUARY 1966. PROCESSING WAS ACCOMPLISHED BY NAV RECON TECH A N

SUPPCEN. ;;LV‘;:AXKA |
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2. ORIGINAL NEGATIVE: f__j_‘éSA-L: _!‘ . ‘
Cia-AP L

A. EXPOSURE WAS ADEQUATE AND RESOLUTION IS GOOD. P e

B. SR SIDE: ROLLER CHATTER IS PRESENT ON THE INBOARD EDGE V.f-mva?r]\ca‘nonm
sanitizad

OF THE FILM THROUGHOUT THE MISSION, AND ALSO ON THE OUTBOARD
EDGE OF FRAMES 1 THROUGH 158, THE POSITION INDICATOR LAMPS FOR

IR, 2L, AND 2R ARE VERY WEAK AND ALMOST UNREADABLE ON THE FIRST
699 FRAMES. A WAVERING PLUS DENSITY STREAK, RANGING 1 TO 2 INCHES
FROM AND ALMOST PARALLEL TO THE INBOARD EDGE OF THE FILM, IS
PRESENT ON FRAMES 1 THROUGH 122. SEVERAL PLUS DENSITY STREAKS
PARALLEL TO THE MAJOR AXIS ARE PRESENT IN THE FORMAT OF FRAMES
1137 THROUGH 2212, MINUS DENSITY DOTS ARE LOCATED 1.88 INCHES
FROM THE OUTBOARD EDGE AND 1.58 INCHES APART THROUGHOUT THE MIS-
SION, A FINE MINUS DENSITY STREAK, 1.35 INCHES FROM AND PARALLEL
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TO MAJOR AXIS, IS PRESENT ON FRAMES 847 THROUGH 978, AN EMULSION
BLISTER AMD ASSOCIATED PROCESSING EFFECT IS ON FRAME 393. A
MANUFACT&&ERS SPLICE WITH ASSOCIATED FOG IS INSIDE THE FORMAT
OF FRAMES 1086 AND 389. A HEAT SPLICE IS ACROSS THE FORMAT OF
FRAME 1114, Fa

C. OSL SIDE: ROLLER CHATTER IS PRESENT ON THE INBOARD
EDGE OF THE FILM THROUGHOUT THE MISSION., MOST OF THE POSITION
INDICATOR LAMPS WERE WEAK AND ALMOST UNREADABLE IN THE FIRST
HALF OF THE MISSION. A FINE PLUS DENSITY STREAK LOCATED 2.1
INCHES FROM AND PARALLEL TO THE INBOARD EDGE IS PRESENT ON FRAMES
1 THROUGH 6. SEVERAL INTERMITTENT LONGITUDINAL PLUS DENSITY
STREAKS ARE PRESENT IN THE FORMAT OF FRAMES 1215 THROUGH 1788.
A HEAT SPLICE WAS MADE INSIDE THE FORMAT OF FRAME 1178, AND BE-
TWEEN FRAMES 99 AND 108,

D. INTERMITTENT EDGE FOG AND EDGE STATIC IS PRESENT THROUGH-
OUT THE MISSION. THE CLOCK COUNTER REGISTERED NUMBERS WERE
9996, 9998, 9999, 2898 THROUGH 2288. THE FRAMES WERE TITLED
@081 THROUGH 2212.

E. THERE WERE NO MAJOR CAMERA OR PROCESSING MALFUNCTIONS,

3. POSITIVE:

A. PI SUITABILITY IS GOOD.

B. PRINTING AND PROCESSING WERE GOOD.

C. CLOUDS DEGRADE OR OBSCURE APPROXIMATELY 18 PERCENT OF
THE MISSION. GP-1.,
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